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DORIN Small Size —
Low Power WLAN CPU Module

Routing, firewalling, shell access,
web access, VLAN, OPENVPN,
IPSEC, HTTP, HTTPS etc. etc.

USB 2.0 Host/Gadget

'Specification

IEEE Wireless Lan Standard:

WLAN according IEEE 802.11n, compatible to .11bg

Prozessor:

400 Mhz Networking Processor. Qualcomm Atheros (QCA) based.

Memory:

64 MB RAM 16MB Flash

Electrical Interface:

3 x Ethernet 10/100BaseT (integrated PHYs), USB 2.0 Host and Slave Mode,
GPIOs, UART, JTAG, Digital Audio 12S/SPDIF

Mechanical Interface:

Mini PCle Half Size

Frequency: 2.4 - 2.4835GHz

Datarate: Up to 150Mbit/s

Software: Free Linux based OpenWrt Operating System. Linux Kernelver. 3.10.
Information: www.openwrt.org.

License: If not otherwise stated in the source files, the OpenWrt build environment is

provided under the terms of the GNU General Public License Version 2
(https://dev.openwrt.org/browser/trunk/LICENSE)

'Security provided by OS:

WEP, WPA, WPA2 PSK + EAP

Power consumption:

0,30 W @3,3V (Ethernet Ping 12Kbit/s)

0,46 W @3,3V (WLAN Ping 12Kbit/s)

0,56 W @3,3V (Full WLAN-RX File Transfer Action ~40Mbit/s)
0,99 W @3,3V (Full WLAN-TX File Transfer Action ~40Mbit/s)

lAntenna Connector:

1xU.FL

Temperature:

Operating: -5°C to 65°C - Storage: -20°C to 80°C

Dimension:

30mm x 26,8mm x 4,5mm (H x W x D)
)
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Mounting Hole:

2 x2.60 mm

ROHS Compliance

Yes

SUBJECT TO CHANGE WITHOUT NOTICE.
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